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Thank you for purchasing JV5-320S.
This leaflet describes the settings for the various media used for JV5-320S to be taken up stably.
Read this leaflet carefully, and\use the take-up / feeding'device with the proper settings for each media.

Functions of Take-up
The take-up device and the feed
elake p

| Feeding device
ing device of JV5-320S have the following 2 functions.

.
i
el

L

s

[HIGH] position ~ [LOW] position
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2 The counter weight for adjusting the weight of the take-up / feeding tension bar is added (Adjust with 0 to
17 pieces of the counter weight) \ l\
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The counter weight attached

The following media are available for this machine. With the settings above, feeding (take-up) of these media
becomes more stable.

= Dedicated solvent ink:

= Dedicated water-based ink:

FF, Tarpaulin, Mesh Tarpaulin, PVC

Sublimation transfer paper

Mimaki

Type of media and settings

The followings are the general settings. For stretchy media, set the active position of the take-up tension bar
to [HIGH], then adjust with the counter weight.

1) Active position of the take-up

Media Type tension-bar 2) Counter weight setting 2 Note
[HIGH] [Low]'
FF Set arbitrarily Set arbitrarily
Set [HIGH] Set between 10 and 17
Reason: Reason:
Tarpaulin / Ink-absorbable media may expand and The media expanded by tension-bar

weight may get wrinkled while feeding
or taking-up the media for the tension
by the tension-bar weight.

To avoid the wrinkles, trim weight with

Mesh Tarpaulin |affect feeding and take-up of the media.
This setting solves the problem by loos-

ing the media turning angle at the ten-

sion bar. the counter weight.
PVC Set arbitrarily Set arbitrarily
Set [LOW] Depending on a cockling status, adjust

Sublimation transfer
~ paper Reason:
Adjust the temperature of To-fix cockling made by ink, it is neces- |* Cockling status differs by the media

Ess;-ggsliﬁ;;z?;::!ng sary-to seeure\the feeding length to type, ink density, or printing speed.
take-up device.

the weight arbitrarily. Set the temperature

of Pre-heater and
Print heater OFF.

\
1.How to set [HIGH][LOW] —
Set from the menu in [MACHINE SETUP] - [Feeding / TakeUP]. _—
-> [UNIT SELECT] (Feeding / Take-up function) : Select ON/OFF T
-> [TensionBar POS.] (Active position of the take-up tension-bar) : Select HIGH / LOW _—
2.How to set the counter weight h
* The figure below is the take-up side. The feeding side is the same.
* Fix the tension-bar with locks.

Set the pieces of counter weight as needed (0 to 17), and fix the
provided 4 screws (B4 x 120)
Set the feeding side in the same way.
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